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[74 FR 56374, Oct. 30, 2009, as amended at 75
FR 66463, Oct. 28, 2010]

§98.167 Records that must be re-
tained.

In addition to the information re-
quired by §98.3(g), you must retain the
records specified in paragraphs (a)
through (b) of this section for each hy-
drogen production facility.

(a) If a CEMS is used to measure CO,
emissions, then you must retain under
this subpart the records required for
the Tier 4 Calculation Methodology in
§98.37.

(b) If a CEMS is not used to measure
CO, emissions, then you must retain
records of all analyses and calculations
conducted as listed in §§98.166(b), (c),
and (d).

§98.168 Definitions.

All terms used in this subpart have
the same meaning given in the Clean
Air Act and subpart A of this part.

Subpart @—Iron and Steel
Production

§98.170 Definition of the source cat-
egory.

The iron and steel production source
category includes facilities with any of
the following processes: taconite iron
ore processing, integrated iron and
steel manufacturing, cokemaking not
colocated with an integrated iron and
steel manufacturing process, and elec-
tric arc furnace (EAF) steelmaking not
colocated with an integrated iron and
steel manufacturing process. Inte-
grated iron and steel manufacturing
means the production of steel from
iron ore or iron ore pellets. At a min-
imum, an integrated iron and steel
manufacturing process has a basic oxy-
gen furnace for refining molten iron
into steel. Each cokemaking process
and EAF process located at a facility
with an integrated iron and steel man-
ufacturing process is part of the inte-
grated iron and steel manufacturing fa-
cility.

§98.173

§98.171 Reporting threshold.

You must report GHG emissions
under this subpart if your facility con-
tains an iron and steel production proc-
ess and the facility meets the require-
ments of either §98.2(a)(1) or (2).

§98.172 GHGs to report.

(a) You must report under subpart C
of this part (General Stationary Fuel
Combustion Sources) the emissions of
CO,, CHy4, and N,O from each stationary
combustion unit following the require-
ments of subpart C except for flares.
Stationary combustion units include,
but are not limited to, by-product re-
covery coke oven battery combustion
stacks, blast furnace stoves, boilers,
process heaters, reheat furnaces, an-
nealing furnaces, flame suppression,
ladle reheaters, and other miscella-
neous combustion sources.

(b) You must report CO, emissions
from flares that burn blast furnace gas
or coke oven gas according to the pro-
cedures in §98.263(b)(1) of subpart Y
(Petroleum Refineries) of this part.
When using the alternatives set forth
in §98.253(b)(1)(ii)(B) and
§98.253(b)(1)(1iii)(C), you must use the
default CO, emission factors for coke
oven gas and blast furnace gas from
Table C-1 to subpart C in Equations Y-
2 and Y-3 of subpart Y. You must re-
port CH; and N,O emissions from flares
according to the requirements in
§98.33(c)(2) using the emission factors
for coke oven gas and blast furnace gas
in Table C-2 to subpart C of this part.

(¢c) You must report process CO,
emissions from each taconite
indurating furnace; basic oxygen fur-
nace; non-recovery coke oven battery
combustion stack; coke pushing proc-
ess; sinter process; EAF;
decarburization vessel; and direct re-
duction furnace by following the proce-
dures in this subpart.

[74 FR 56374, Oct. 30, 2009, as amended at 75
FR 66463, Oct. 28, 2010]

§98.173 Calculating GHG emissions.

You must calculate and report the
annual process CO, emissions from
each taconite indurating furnace, basic
oxygen furnace, non-recovery coke
oven battery, sinter process, EAF,
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